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PRODUCT OVERVIEW

Greenkote®  Grease barrier is a premium Coated Recycled Board 
(CRB) engineered for high-impact graphic printing and 
packaging applications. Its triple clay-coated surface ensures 
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provides durability and sustainability.

• Three-layer coated recycled board (CRB) for enhanced 
performance.

• Superior printability with a smooth clay-coated surface.
• Excellent stiffness and durability for folding carton applications.
• Moderate moisture resistance for improved packaging integrity.
• Available with kit 3 -12
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• Foods such as chicken, tomato, beef, and shrimp cubes.
• Dryer  and detergent sheets. 
• Dividers for greasy or oily products.

KEY FEATURES

RECOMMENDED APPLICATIONS

LAYER STRUCTURE
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OBSERVATIONS FINISHING SPECIFICATIONS

1-2. Triple Coating
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6. Barrier

Basis Weigth

Caliper

88.07

Brightness

Stifness CD

Basis Weigth

Stifness MD

Ply-Bond

18

360

73.73

78

40

90

77

20

395

80.9

108

52

90

77

430

22

140

67

90

77

24

GS18 GS20 GS22 GS24

465

95.24

180

85

90

77

Tolerance

Minimum

Minimum

+/-1

+/-5%

+/-5%

+/-15%

+/-15%

TAPPI
Method

T-411

T-410

T-410

T-556

T-556

T-541

T-452

Smoothness

Moisture

g/mê

lb/1000 ft�

mNm

mNm

ibs/in�

GE

u.S.

1x10 -3in

%

150 150 150 150 Maximun T-538

6 6 6 6 +/-1% T-412

• Reel & pallet tolerance: +/-1 mm.

• Reel diameter tolerance: +/- 2in.
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• Winding uniformity: Max 1 cm uneven winding.

• Core protrusion: Not exceeding 1 cm on either side.

• Edge cut quality: Clean cut, free of residue.

• All physical properties are measured under controller conditions (23°C 
and 50% relative humid) values provided are for quality control 
purporses, based on factory reel samples.


